
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY
Reference No.

Materials Laboratory
Colorado Department of Transportation
4201 East Arkansas Avenue
Denver, Colorado  80222

PART 1: Completed by Product Representative
PART 2: Completed by CDOT Product Evaluation Coordinator
PART 3: Completed by CDOT Expert Product Evaluator
PART 4: Completed by CDOT Materials Engineer

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX: Phone: FAX:
Description of product, (be precise, include product differentiation between your products &/or competitor’s products):

Usage of product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (identify specifically those applicable) & Certificate of Compliance (submittal required):

❑  CDOT :

❑  ASTM :

❑  AASHTO:

❑  FHWA :

❑  other :

Product testing, (national/independent laboratories) & Certified Test Report (submittal required):

❑  NTPEP-AASHTO:

❑  HITEC or FHWA :

❑  FHWA or other :

❑  other :

State DOT Approvals, (current documentation required):

Evaluation Procedure, (recommended):

Sample submitted:❑  yes ❑  no ❑  n/a Materials Safety Data Sheets (MSDS):❑  yes ❑  no ❑  n/a
Notes/Additional Comments

Manufacturer’s Web-site address:
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Submit >

Default
info@powers.com


	product name: POWER-FAST (Foil-Fast) Epoxy Anchoring System
	product category: Adhesive\Anchoring\Epoxy
	product rep: Powers Fasteners, Inc.                     {Jack Stewart}2475 West Second Avenue, Unit #35Denver, CO  80223
	rep phone #: 303-922-9202
	rep fax #: 303-922-9228
	mfg name: Powers Fasteners, Inc.        {Mark Ziegler}2 Powers SquareNew Rochelle, NY  10801
	mfg phone #: 914-235-6300
	mfg fax #: 914-576-6483
	product description: Power-Fast is a two-component (1:1) high-strength, structural epoxy available in fast or standard set versions.  A 100% solids, non-shrink, non-sag, moisture insensitive, smooth paste formula.  Designed for base materials with a temperature between 40° to 110° F.  It is suitable for seismic, dynamic/vibratory, and overhead anchoring.   Good performance in diamond core and wet holes.  Packaged in coaxial and side-by-side cartridges, and is applied through a static mixing nozzle.  At 75° F the minimum cure time for fast set epoxy is 2 hours and for the standard set epoxy it is 6 hours.  Average ultimate load capacities in tension with an approximate diameter of 3/4" and with a 6-3/4" embedment is 28,160 lbs in 2000 psi concrete.
	product useage: Ideal for drill and bond anchoring of threaded rods, bolts, re-bar, and smooth dowels into concrete. General purpose bonding and patching. 
	cdot benefits: The Power-Fast Epoxy Anchoring system is a quality manufactured product priced at a very cost-competitive level.  It is fast and easy to use saving the end-user time and money. The system virtually eliminates the problem of ratio and mixing the material properly in the field.  It reduces waste in the field and is safer to handle and use for the applicator.  The epoxy has excellent chemical resistance and is virtually odor free.  Product is available locally through construction supply, industrial, and hardware distributors.   Powers Fasteners has a backup stocking warehouse in Denver to ensure that there is adequate product inventory.  Product qualifies under the Buy America Program. 
	spec cdot: Yes
	spec cdot text: Standards & Specifications for Road & Bridge Construction, Sub-sections 106.08; 712.10
	spec astm: Yes
	spec astm text: C 881-90, Type I, II, IV, & V, Grade 3, Class B & C.  ASTM E 1512 and E 488 for adhesive anchors.
	spec aashto: Yes
	spec aashto text: M 235-91
	spec fhwa: Off
	spec fhwa text: 
	spec other: Yes
	spec other text: ASTM D-695 (Compressive strength): 10,000 psi                                                                                            ASTM C-882 (Dry cure bond strength): 3,000 psi concrete to concrete.  3,000 psi steel to concrete.
	test ntpep aashto: Off
	test ntpep aashto text: 
	test hitec fhwa: Off
	test hitec fhwa text: 
	test fhwa other: Off
	test fhwa other text: 
	test other: Yes
	test other text: ICBO ER #4514 tested under AC58;  Compliant with ANSI/NSF standard for drinking water.
	stat dot app: Arizona, California, Nevada, Oregon, Washington
	eval procedure: 
	sample sub: 1
	msds: 1
	notes comments: Product must me installed in strict accordance with the manufacturer's instructions.  For the most current information please contact us by phone, mail, email, or using the Powers Fasteners website.  All email inquiries should be directed to info@powers.comPreviously known as The Rawl Company (also known as The Rawlplug Company).
	mfg wed site: www.powers.com
	MailPDF: 
	ref #: 2382-02


